NH FUSE NEUTRAL LINKS O

334103 Electric
Neutral Link NHOO 160a

« Solid copper conductor — no fuse element, no volt drop
on the neutral

« Tin-plated blade contacts for corrosion resistance and
reliable seating

« Dimensionally identical to NH fuse links — drops into
existing NH bases

e Available in NHO00, NHOO, NH1, NH2, and NH3 sizes

PRODUCT DESCRIPTION

NH Fuse Neutral Links are solid, unfused inserts designed to occupy the neutral position in NH fuse switch disconnectors and distribution boards. Where the
live phases carry NH fuse links for overcurrent protection, the neutral conductor requires a direct, low-resistance connection rather than a fuse. These links
provide exactly that — a permanent bridging contact that fits the same base as a standard NH fuse link.

Constructed from high-conductivity copper with tin-plated contacts, they handle the same rated current as the corresponding fuse size without introducing
any additional impedance into the neutral path. The blade dimensions match NH fuse link standards, so they seat correctly in existing NH bases and require
no additional hardware or modifications.

Typical applications include three-phase distribution boards, motor control panels, and sub-distribution assemblies where a switched neutral is required but
an unswitched, unfused neutral connection is maintained on the return path.

SPECIFICATIONS

Pack Size 3
Rated Current 160
Type NH00
Voltage AC max 690

Weight 130
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