
 

KUEBLER - ABSOLUTE-CODED
ANGULAR TRANSMITTER SENDIX F5863
/ F5883, OPTICAL, SSI, Ø58 MM
SERIE F5863 

Housing diameter Ø58 mm
SSI-Interface
Total resolution 41 bits
100% insensitive to magnetic fields

Product description

Sendix F5863 / F5883 is a series of robust absolute encoded SSI axis sensors for demanding environments. Thanks to its rugged construction with Safety-
Lock ™ and the fully cast housing, the sensor can also handle the more demanding applications where the requirements are high. The wide temperature
range combined with the high enclosure class allows the sensor to be used outdoors as well as applications where large temperature changes occur.
Perfect for applications requiring high resolution.
The LED indication facilitates diagnostics of the sensor in place and saves time when troubleshooting.

Please refer to the images below for ordering information.
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Specifications

Housing diametre 58

IP Class IP65, IP67

Resolution Envarv SSI: 10-17 bit, BiSS: 10-17 bit

Resolution More Yards SSI: max. 24 bit, BiSS: max. 24 bit

Shaft Diameter max 10

Shaft Diameter min 6

Supply Voltage DC Max 30

Supply Voltage DC Min 5

Temperature range from -40

Temperature range to 85
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