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EC-Type Examination Certificate
Equipment or Protective systems lntended for Use

in Potentially Explosive Atmospheres
(Directive 94i9lEC)

(3) EC-Type Examination certificate Number:

FTzaJ 12 ATEX 0193x
(4) Equipment or protective system:

Pressure transmitter Pc-28, PcE-28, Pc-28Ex safety, PcE-28Ex Safety
Differential pressure transmitter PR_28, PRE-28, PR_28Ex safety, PRE-28Ex safety
Hydrostatic level probe Pc-28P, PcE-28P

Manufacturer: APLlSENSS.A.

Address: ul, Morelowa 7,03-192 Warszawa, Poland

This equipment or protective System and any of acceptable Variation thereto is specified in the
scheduie to this certificate and the documents therein referred to,

(8) The Physical Technical Testing lnstitute, notified body number 1026 in accordance With Ańicle 9
of the Council Directive 94/9iEC of 23 March 'l994, ceńifies that this equipment or protective
system has been found to comply With the Essential Health and safety Requirements relating to
the design and construction of equipment and protectjve systems intended for use in potentially
explosive atmospheres given in Annex ll to the Directive.

The examination and test results are recorded in confidential Report N":
'l2l01 93 dated 04.04.2013

(9) Compliance With Esseniial Health and Safety Requjrements has been assured by compliance
With:

EN 60079-0:2009, EN 60079-11:2012, EN 60079-26:2007, EN 50303:2000

(10) lf the sign "X" is placed after the ceńificate number, it indicates that the equipment or protective
system is subject to special conditions for safe use specified in the schedule to this certificate,

(1 1) This EC-Type Examination ceńificate relates only to the design, examination and testing of the
specified equjpment or protectiVe system in accordance to the DirectiVe 94/9/EC, Fuńher
requirements of the Directive apply to the manufacturing process and supply of this equipment or
protective system, These are not covered by this ceńificate,

(12) The marking of the equipment or protective system sha|l inclUde the

lM1 ExialMa
ll 1/2G Ex ia llC T4IT5/T6 Ga/Gb
ll 1D Ex ia lllc T110"c Da

This Ec-Type Examination certificate is valid ti]l: 04.04.2018

Responsible person:

Head of Ceńification Body

This ceńificaie is glanted si]bjeptIo conditions ofthe FTZU, s,p,
This ceńificate may only be reproduced in iiś and WlthoLt a.)y clan9e schedule lncludeo,

rtzu, s.p,, Pikańske 1337/7, 716 07 ostrava_RadVanice, czech Republic,
te| +Ą20 595 223 111, fa\ +420 596 232 672, ftżu@ftżu.cż, Www-flzu,cz



(13)

Physical Technical Test!ng lnstitute
Ostrava - Radvanice

(13) Schedule

1lł1 EC-Type Examination Ceńificate No FTZU 12 ATEX 0193x

(1 5) Description of Equipment or Protective System:
The device is used as a pressure transmitter (Pc--28-), or differential pressure transmitter (PR'-
28-), or hydrostatic level probe (PC'-28P). The device converts non electrical process variable,
Which is pressure, into electrical 4.,,20mA output signal,
.measurement head including pressure sensor (Various types),
.fully encapsu|ated main PCB (additional sma|l auxiliary PCBs might exists depend jng on
Version),
.steel cylindrical enclosure,
.cable connector (Various types: With cable gland or fixed external cable.

Ambient temperature: -40"c.,.Tamb.u"

Pi tW] Tamb-"" t"cl TemDerature class. Grouo

0,7
+45 T6
t80 T5. T4. Gr. l, Gr.ll1-110"C
+75 T5
+80 r4. Gr, l, Gr,ll1-1'10"C

lntrinsic safe parameters

ln case of power supply With linear output characteristic:
Ui=28VDC, li=0,1A, Pi=0,7W, ci=25nF+cable capacitance*, Li=0,4mH+cable inductivity*

ln case of power sUpply With trapezoidal or rectangular output characteristic:
Ui=24VDC, li=0,1A, Pi=1,2W, ci=25nF+cable capacitance*, Li=0,4mH+cable inductivity-

" - concerns Versions With PK(M) and SG(M) connectors; cable parameters c=200pF/m, L=lpH/m

(16) Repoń No.: 1210193

(17) Special conditions for safe use:

1,Ambient temperature range - see lnstruction manual and marking label.

2,Process temperature (medium) at the diaphragm of the transmitter must be in range of ambient
temperature,

3.tn case of use the transmitter in dust atmosphere, supplying Voltage could occur on transmitter
enclosure. lt should be taken into consideration during transmitter installation,

4,1n case of use titan pańS in diaphragm seal, during installation and operation of the device the
diaphragm seal should be protected against mechanical impact,

s,Version of the transmitter With surge arrester, marked on the plate "Version SA", does not meet
the requirements of Section6.3.13of EN 60079-1 1:20'12 (test of isolation 500VAc ). This must
be taken into account during the insta transmitters.

ResponSible person: Date of issue: 04.04.2013
ź;a

ł^%^K,k p-Kw,;1ś
Head of Certification Body

\_ _.t;e roX7
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(13)

Physical Technical Testing lnstitute
Ostrava - Radvanice

(13) Schedule

1rł1 EG_Type Examination Ceńificate No FTZI12 ATEX 0193X

(18) Essential Health and Safety Requirements:

Essential hea|th and safety requirement of Directive 94l9tEC are covered by the standard
mentioned in (9), according Which the product Was Verified and in the manufacturer's instruction for
use.

(19) List of Documentation:

Number:
l Pc28_A150_01
2 AN.PC-28,03
3 DTR.Pc.PR-28.02

4 DTR.PC.PR-28 Safety

09,20,12 Technical description + drawings
- lntr,nsic safety discussion .f annexes
09,2012 User manual for PC-28, PR_28, PC-28P
Ąo r^.,) User manual for Pc-28 safety, Pc-28Ex
"",'" '' Safety, PR-28 Safety, PR-28Ex Safety

Title: Pages:

12
29

29

29

29

5

b

DTR.PCE,PRE-28.02 09.2012 User manual for PCE_28, PRE-28, PCE-28P

DTR.PCE.PRE.28Safety09.2r,^Usermanua|forPcE-28Safety,PcE-28Ex''' S"f"ty, pRE-28 safety, pRE-28Ex Safety

Drawing list:

Number:
PC28-c,l51-TA
Pc28-c152-TA
PC28-c153_TA
Pc28_c154_TA
Pc28-s151-TA
Pc28-s152-TA
Pc28-s153-TA
Pc28_B151-TA
Pc28-B152_TA
AcP2000-B122-01
PC28-A151_TA
PR28-A1 52-TA
Pc28P-A153-TA
Pc28-A,l 54-TA
PR28-A155-TA
PC29-B012-02
PC29-B013_01

Responsible person:

Date:
08.2012
08.2012
08.2012
08,2012
08.2012
08.2012
08.2012
08.2012
08.2012
01 .2012
08.2012
08.2012
08.2012
07 .2012
07 .2012
12.2010
10.2009

Pages:

3
1

1

1

6
2
7
5
8
2
2
1

Pc29-B014_0,1
PC28-B017-01
Pc28-B018-01
Pc28-B019-01
zc-002-rA
ZG-006-TA
EP-232-01
GC1_007-TA
GC3-001-TA
GC3-003-TA
Gc4-001_TA
Gc4_005_TA
Gc4_019_TA
GR40-001-TA
GR40-003-TA
GR50-001-TA
GsP_002_TA

,10.2009 
1

08.2012 1

08.2012 1

08.2012 1

06.2007 1

10.2004 1

02,2011 1

01 .2010 3

03.2011 3

01,2010 2
05.2012 3
03.201,1 3
02,2012 3
09.2010 2
09-2009 1

07.2010 2
10.2008 2

rłęL
Date of issue: 04,04,2013

Page: 3/3lng. Lukóś Mańinók
of certification Body

This ceńificate is granted sUbject to the general conditions ofthe FTZU, s,p.
This certificate may only be reprodUced in its entirety and Without any change, schedule included.

FTzo, s.p,, Pikańskó 1337r, 716 07 ostrava-Radvanice, czech Republic,
te| +420 595 223 1,11, fax +420 596 232 672, ftzu@ftzu.cz, Www.ftzu,cz
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Physical Technical Testing lnstitute
Ostrava - Radvanice
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(12) This type examination ceńificate is Valid_tił

Date of issue:ąs 02,2016
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This supplement to cedificale is to the generaI conditions of the FTZU, s,p,
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EC-Type Examination Certif!cate
Equipment or Protective systems lntended for Use

in Potentially Explosive Atmospheres
(DirectiVe 94/9/Ec)

(3) EC-Type EXamination Certificate Number:

FTZU 12 ATEX 0193X
(4) Equipment or protective system:

Pressure transmitter Pc-28, PCE-28, PC_28Ex safety, PcE-28Ex Safety,
Differential pressure transmitter PR-28, PRE-28,PR-28Ex safety, PRE-28Ex safety,
Hydrostatic level probe Pc-28P, PcE-28P

(5) Manufacturer: APLlsENs s.A,
(6) Address: ul. Morelowa 7, 03-192 Warszawa, Poland

(7) This SUpplement of ceńificate is Valid for: - application of new standards
- modification of ceńified apparatus

(8) Nłodification of ceńified apparatus (protective system) and any of its approved variants are specified in

documentation, list of which is mentioned in schedule of this ceńificate,

(9) This supplement to type examination certificate is Valid on]y for type examination of design and
construction of product Sample in accordance With Annex 3 Paragraph 6) of Directive No 94/9/EC, The
Directive contains another reqUirements, Which manufacturer Shall fulfill before prodL]cts are place on
market or introduce in service,

(10) Safety requiremenis of modified parts Were fUlfilled by satisfying the following standardS:

EN 60079-0:20'l2l A11:20'13, EN 60079-11 :2012, EN 50303:2000

(1 1) Nłarking of equipment shall contain symbo|s;

lM1 ExialMa
|l1l2G Ex ia llG T4lT5lT6 Ga/Gb

ll 1D Ex ia lllC T110'C Da

|l 1lzc EX ia llC T4 Ga/Gb -(fortransmitterswithconńtction ALW)

?ał/i/ol,
Dipl. lng, Lukaś Mańinók



(13)

(14)

Physical Technical Testing lnstitute

Ostrava - Radvanice

Schedule

Supplement No. 1 to
EC-ryp" Examination Ćertificate No FTZU 12 ATEX 0193X

(15) Description of Equipment or Protective System:

Added Versions of pressure transmitters and differential pressure transmitters With electrical

connections type: PKÓ, PM12, ALW. Transmitters With electrical connection ALW are equipped With

LcD display 
-mounted 

on the plate Alvll-rev2 enclosed in light alloy housing With. PM12 or PD

connector. Transmitters With electrical connection PKD, PM12 and ALW equipped With PN412 connector
are allowed only to hazardous gas explosive atmospheres (Group ll), Transmitters with ALW
connection With connector PD are ailowed for gas and dust hazardous explosive atmospheres (Group ll

and Group lll)-

Added the ability to USe layer of PTFE thickness rnax. 0 1smm covering the Wetted suńaces of pressure

separatorS,

Added replacements of previously used: silicone Sealant, powef cable and electrical connector PD.

lntroduced Version of transmitter is allowed for hazardous eXplosiVe gas atmospheres With minjmum

ambient temperature Ta > -50'c.

lntroduced minor other changes do not affect the intrinsic safety,

Ambient temperature:
Ta=-40"cto+80'c
Ta = - 50'C to + 80"c - version only for explosive gas atmospheres (Group ll)

other technical parameters, intrinsically safe parameters and construction of apparatus remain

unchanged,

(16) Report No.: '12l0193/1

(17) Special conditions for safe use: added new condition

17.1 Ambient temperature range - see lnstruction manual and marking label,

17,2 process temperature (medium) at the diaphragm of the transmitter must be in range of ambient

temperature,

17,3 ln case of use the transmitter in dust atmosphere, supplying Voltage could occur on transmitter

enclosure. lt should be taken into consideration during transmitter installation,

17.4 ln case of use titan pańs in diaphragm seal, during installation and operation of the device the

diaphragm seal should be protected against mechanicaI impact,

17,5 Version of the transmitter With surge arrester, marked on the plate "Version SA', does not meet

the requirements of Section6.3.13of EN 60079-1 'l:2012 (test of iso|ation 500VAC ), Thismust
be taken into account during the insta|lation of transmitters,

17,6 TranSmitters With display, (With electricaI connection ALW) for Group lll, should be installed in a
place and in a Way that prevents electrostatic charging.

Date of lssue: 15.a2.2Q16

Page 2l3

This supplement to certificate i§ the genelal conditions of the FTZU, s,p.

This supplement to ceńificate may only be reproduced its entireiy and without any change, §chedule included,

FtzU, s,p,, Pikańskó 1337/7, 716 07 ostrava-Radvanice, czech Republic,
tęl +42o 5g5 223 111 , tax +42o 596 232 67 2, tŁu@ftzu,cz www .ftzu .cz

l, lng, Lukóś Mańinak

Ao 210_
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(13)

(14)

Physical Technical Testing lnstitute

Ostrava - Radvanice

Schedule

Supplement No. 1 to

(19) List of Documentation:

DocumenuDraWings:
Pc28-A150-00
Pc28-A150-01
Pc28-c 151_TA
Pc28-c152_TA
Pc28_S,l52-TA
(CER, Ex)PC28-S1 54-02
Pc28-B1 52-r 

^(cER,EX)Pc28-B154-02
Pc28-A151_TA
PR28_A152-TA
PC28P-A153-TA
(CER,EXi)Pc28-A1 56-TA
Pc28-A1 54-TA
PR28-A155-TA
(CER. Exi)PC28-B 1 55-02

- Ul-AN,Pc-28.03_ATEX_|ECEx
DTR.Pc.PR-28.02

Type of sheet:
1^,2
1A+5A
1A=3A
1A+3A
1A

1A, 5A, 64

2A, 5A, 6A
2A, 4A, 5A
2A, 5A, 7A, 8A
1,2,3
,lA

1

1A
1

Date:
04,2015
04.2015
04.?015
04,2015
04.2015
12.2015
04.2015
12.2015
04,2015
04,2015
04.2015
0Ą.2015
04.2015
0Ą.2015
11.2015
04.2015
06.2015

Nr. of pages:
2

3

3

1

4
3
7

4
3

1

1

1

9
.lr)

Date of issue: 15.02.2016

Dip|. lng. Lukóś Mańinók Page: 3/3

Head of certification Body

This supplement to ceńificate is 9ranted subject to the genelal conditions of the FTZU, s,p,
This supplement to ceńificate may only be reproduced in its entirety and Without any change, schedule included,

rtzU, s,p,, Pikańskó 1337/7, 716 07 ostrava-Radvanice, czech Republic,
Ie| +42o 595 223 111. fax +420 596 232 672, ftz]l@flzu.cz, vNłlv.ftzu,cz

EC-Type Examination Ceńificate No FTZU 12 ATEX 0193X

(18) Essential Health and

Essential health and
in clause (10) of this
Instruction for Using.

Safety Requirements:

safety requirements of DirectiVe

supplement according Which the
94l9lEC are covered by the
new model was verified and

standards mentioned
in the manufacturer's


