SEIGCtion matrix — Industrial buildings lightning current and /nEH"/

surge protective devices for power supply systems Red/Line

Type 1+2+3 combined arrester 2— DEHNvenCl ... FM 3

System configuration Installation notes
- - —>
™ 956 2 il 96120 TNQCG 20 Comply with maximum cable length
4x 961 205 3 1205 3x 961 205 : )
- 900 417 1961 185 1900 411 According to DIN VDE 0100-534, it is im-
1x 900 849 portant to ensure that the total length of all
lines between the connection points of the
] SPD combination does not exceed a value of
0.5 m. This specification applies to the cable
Type 1+2+3 combined arrester —- DEHNventil ... FM length including the backup fuse.
System configuration Tip: Cable length a need not be taken
o NS T TN-C into account when using DEHNvenCl and
s DEHNguard ACI, both products without an
954 405 954 315 954 305 additional backup fuse.
g —> —
| S—
Upstream Wire to
Type 2 surge arrester - DEHNguard ACl ... FM 3 = backup fuse overcurrent protective device
Cross-sectional area of 6 mm2 (Cu) []
System configuration
- - Wire to
—> TN-5 m TN-C £ surge protective device
952 440 952 341 952 330 H
Wire to
- k4 = Type 2 surge arrester — DEHNguard ... FM o ) iz e il ey e
System configuration Total length
TN-S T TN-C — a+b+c<05m
952 405 952 385 952 305
—>
Detailed selection is quick
- and easy with our online
configurators:
Type 3 t . ;
ybe S surge arrester More information at:
de.hn/8xpVg
] ,e-"""
- Lo B Yes Cable length to the
o equipment
— — No
DEHNrail M ... FM 3 DEHNflex DEHNsafe SFL PRO 6x 19"
. . . i 1) Same product selection regardless of the lightning
Three phase current | Alternating current Alternating current Alternating current Alt<1er6nit[ng cllljrrgnt up protection system
1025 A up to 25 A upto 16 A upto 16 A to 16 A installation in .
up 19" systems 2) Protective effect
953 405 953 205 924 396 924 370 909 251 3) without additional backup fuse (earth-fault and
short-circuit-proof installation necessary)
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