






IDEAL LIGHTING SOLUTIONS
Our lighting solutions ensure that maintenance on electronic installations 
can be carried out night and day.

LIGHTING

NOTES
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE

This illustration shows the LED 021/022 lamp in a daisy chain application. The lamps are conveniently connected via connection plugs - up to 8 lamps max. can be daisy-chained this way.
The snap lock connectors ensure a stable electrical connection even if subjected to heavy vibration. The connection example shows a AC 230 V application, using the following cables:
connection cable with female connector, Art. No. 244356 (1); daisy chain extension cable with 2 connectors, Art. No. 244358 (2).

Female/male connectors are also available to assemble cables in non-standard lengths.

ACCESSORIES LED 021/022

Connectors and cables for electrical connection are not included in the delivery of the LED 021/022. These parts can be ordered separately.
Sets, consisting of lamp and accessories, are available on request. Likewise, custom cables are available on request.

Art. No. Model Length Voltage type Color Use for Approvals²
244356 connection cable 2 x 1.5 mm² with female connector 2.0 m AC connector: white; cable: white power input VDE

244357 connection cable 2 x AWG 15 with female connector 2.0 m AC connector: white; cable: white power input VDE + UL

² applies only to the individual components (cable and connectors)

Art. No. Model Length Voltage type Color Use for Approvals²
244358 extension cable 2 x 1.5 mm² with 2 connectors 1.0 m AC connectors: white; cable: white daisy chain VDE

244359 extension cable 2 x AWG 15 with 2 connectors 1.0 m AC connectors: white; cable: white daisy chain VDE + UL

² applies only to the individual components (cable and connectors)

CONNECTION CABLE WITH FEMALE CONNECTOR AND OPEN END 

EXTENSION CABLE WITH 2 CONNECTORS FOR DAISY CHAIN CONNECTION

Photo: Connection cable, Art. No. 244356

Photo: Extension cable, Art. No. 244358

Art. No. Model Voltage type Color Use for Wire cross-section1 Approvals
264057 female connector AC white power input 0,5-2,5 mm2 (AWG 14-20) VDE + UL

264058 male connector AC white power output 0,5-2,5 mm2 (AWG 14-20) VDE + UL

1 applies to rigid and stranded wire. Wire end ferrules must be used when connecting with stranded wires

FEMALE / MALE CONNECTORS

Photo: Male connector, Art. No. 264058Photo: Female connector, Art. No. 264057

CONNECTION EXAMPLE

LIGHTING

LED ENCLOSURE LAMP 
LED 021/022

The LED 021/022 Varioline is a powerful and compact LED lamp for use in enclosures. Its LED tube emits more 
than 1,000/1,700 Lm at only 10 W/15 W power consumption, thereby illuminating even very large enclosures in 
their full depth and height. The glare-free, 360° rotatable LED tube uses Mid-power LEDs with a service life of 
60,000 h. The emitted daylight color of 6,500 K provides safety for the user by a natural and non-fading color 
reproduction.

>   High luminous fl ux
> Integrated power unit
> Durable and maintenance-free

LED technology

> Daisy chain
> On/off switch or movement sensor
> Magnet or screw fi xing

Size 1: L1 = 400 mm Size 2: L1 = 600 mm
 Art. No.

Magnet fi xing
Art. No.

Screw fi xing
 Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Switch Approvals

02100.0-30 02100.0-00 02200.0-30² 02200.0-00 On/off switch VDE UL File No. E234324 EAC

02110.0-30 02110.0-00 02210.0-30 02210.0-00² PIR movement sensor1 VDE UL File No. E234324 EAC

02120.0-30² 02120.0-00 02220.0-30² 02220.0-00 without switching option VDE UL File No. E234324 EAC

 ¹ ~ 5 min fi xed switch-on duration
² Last-Buy-Option until 30.12.2023

LED 021
Movement sensor and

screw fi xing

LED 021/022
magnet or

screw fi xing

LED 021/022
side view

View of magnet fi xing

LED 021 (Size 1)
L1 = 400 mm
L2 = 375 mm

LED 022 (Size 2)
L1 = 600 mm
L2 = 575 mm

View of screw fi xing

LED 022
On/off switch

and magnet fi xing

TECHNICAL DATA

Power consumption < 10 W/15 W

Operating voltage AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V)

Luminous fl ux 1,080 Lm/1,730 Lm

Lamp type LED, angle of radiation 120°
light color: daylight, color temperature: 6,500 K

Service life 60,000 h at +20 °C (+68 °F)

Connection 2-pole connector with snap lock
AC: max. 2.5 A / AC 240 V, color: white

Mounting magnet fi xing or screw fi xing (M5), torque 2 Nm max.

Casing plastic, translucent

Dimensions see drawings

Weight ~ 0.2 kg/0.3 kg

Operating/Storage temperature -40 to +40 °C (-40 to +104 °F) / -40 to +85 °C (-40 to +185 °F)

Operating/Storage humidity < 90 % RH (non-condensing)

Protection type/Protection class IP20 / II (double insulated)

Energy effi ciency class F

Mounting options: The lamps are available with magnet fi xing for easy positioning in any steel cabinet or enclosure. A classic 
is the LED 021/022 with screw fi xing. With a total rotation angle of 360° it provides perfect illumination.

Note: The lamp must not be used for household lighting.

LIGHTING
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE LIGHTING

Size 1: L1 = 500 mm Size 2: L1 = 700 mm
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Operating voltage Socket Nominal current 

of socket
Approvals

12100.0-30² 12100.0-00² 12200.0-30¹ 12200.0-00¹ AC 220 – 240 V, 50/60 Hz Germany/Russia (1) 16.0 A VDE – EAC

12101.0-30² 12101.0-00² - - AC 220 – 240 V, 50/60 Hz FR/PL/CZ/SK (2) 16.0 A VDE – EAC

12102.0-30¹ 12102.0-00¹ - - AC 220 – 240 V, 50/60 Hz Switzerland (3) 10.0 A – – EAC

12103.0-30¹ 12103.0-00¹ - - AC 220 – 240 V, 50/60 Hz UK/Ireland (4) 13.0 A VDE – EAC

12104.0-30¹ 12104.0-00¹ - - AC 120 V, 50/60 Hz USA/Canada (5) 15.0 A – UL File No. E234324 EAC

12105.0-30¹ 12105.0-00¹ - - AC 220 – 240 V, 50/60 Hz Italy (6) 16.0 A VDE – EAC

12107.0-30¹ 12107.0-00¹ 12207.0-30¹ - AC 220 – 240 V, 50/60 Hz Australia (7) 10.0 A VDE – EAC

 ¹ Last-Buy-Option until 30.09.2023.
² Last-Buy-Option until 30.12.2023.

Size 1: L1 = 500 mm Size 2: L1 = 700 mm
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Art. No.

Screw fi xing
Operating voltage Socket Nominal current of socket Approvals

12130.0-30¹ - - AC 220 – 240 V, 50/60 Hz Germany/Russia (1) 16.0 A VDE EAC

- 12131.0-00¹ - AC 220 – 240 V, 50/60 Hz FR/PL/CZ/SK (2) 16.0 A VDE EAC

- - - AC 220 – 240 V, 50/60 Hz Switzerland (3) 10.0 A – EAC

- 12133.0-00¹ 12233.0-00 AC 220 – 240 V, 50/60 Hz UK/Ireland (4) 13.0 A VDE EAC

 ¹ Last-Buy-Option until 30.09.2023

Size 1: L1 = 500 mm Size 2: L1 = 700 mm
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Operating voltage Socket Nominal current 

of socket
Approvals

12120.0-30¹ 12120.0-00² 12220.0-30¹ 12220.0-00¹ AC 220 – 240 V, 50/60 Hz Germany/Russia (1) 16.0 A VDE – EAC

12121.0-30¹ - - - AC 220 – 240 V, 50/60 Hz FR/PL/CZ/SK (2) 16.0 A VDE – EAC

- 12122.0-00¹ - 12222.0-00¹ AC 220 – 240 V, 50/60 Hz Switzerland (3) 10.0 A – – EAC

- - - 12223.0-00¹ AC 220 – 240 V, 50/60 Hz UK/Ireland (4) 13.0 A VDE – EAC

12124.0-30¹ - 12224.0-30¹ - AC 120 V, 50/60 Hz USA/Canada (5) 15.0 A – UL File No. E234324 EAC

 ¹ Last-Buy-Option until 30.09.2023

Size 1: L1 = 500 mm Size 2: L1 = 700 mm
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Art. No.

Magnet fi xing
Art. No.

Screw fi xing
Operating voltage Socket Nominal current 

of socket
Approvals

12110.0-30 12110.0-00 12210.0-30³ 12210.0-00² AC 220 – 240 V, 50/60 Hz Germany/Russia (1) 16.0 A VDE – EAC

12111.0-30² 12111.0-00³ - - AC 220 – 240 V, 50/60 Hz FR/PL/CZ/SK (2) 16.0 A VDE – EAC

- 12112.0-00² - 12212.0-00² AC 220 – 240 V, 50/60 Hz Switzerland (3) 10.0 A – – EAC

- - - 12213.0-00² AC 220 – 240 V, 50/60 Hz UK/Ireland (4) 13.0 A VDE – EAC

12114.0-30² 12114.0-00² 12214.0-30² 12214.0-00 AC 120 V, 50/60 Hz USA/Canada (5) 15.0 A – UL File No. E234324 EAC

 ¹ ~ 5 min fi xed switch-on duration
² Last-Buy-Option until 30.09.2023
³ Last-Buy-Option until 30.12.2023

VARIOLINE LED 121/122 ON/OFF SWITCH

VARIOLINE LED 121/122 PIR MOVEMENT SENSOR1

VARIOLINE LED 121/122 WITH CONNECTION FOR EXTERNAL DOOR SWITCH

VARIOLINE LED 121/122 WITHOUT SWITCHING OPTION

(1) (2) (3) (4) (5) (6) (7)

LIGHTING

LED ENCLOSURE LAMP 
LED 121/122

The LED 121/122 Varioline is a powerful and compact LED lamp with integrated socket for use in enclosures. 
Featuring socket standards of many European countries as well as the US and Australia, it allows for the power 
connection of laptops and diagnostic devices. Its LED tube emits more than 1,000/1,700 Lm thereby illuminating 
even very large enclosures in their full depth and height. The glare-free, 120° rotatable light tube uses Mid-power 
LEDs with a service life of 60,000 h. 

>   High luminous fl ux
> Integrated socket
> Durable and maintenance free

LED technology

> Integrated power unit
> Daisy chain
> On/off switch, movement sensor or 

connection for external door switch

LED 121
On/off switch and

screw fi xing

LED 121/122
magnet/screw

fi xing

LED 121/122
side view

View of magnet fi xing

LED 121 (Size 1)
L1 = 500 mm
L2 = 475 mm

LED 122 (Size 2)
L1 = 700 mm
L2 = 675 mm

View of screw fi xing

LED 122
Movement sensor and 

magnet fi xing

TECHNICAL DATA

Power consumption < 10 W/15 W

Operating voltage AC 220 - 240 V, 50/60 Hz (min. AC 200 V, max. AC 265 V)
AC 120 V, 50/60 Hz (min. AC 110 V, max. AC 130 V)

Luminous fl ux 1,080 Lm/1,730 Lm

Lamp type LED, angle of radiation 120°
light color: daylight, color temperature: 6,500 K

Service life 60,000 h at +20 °C (+68 °F)

Connection 3-pole connector with snap lock
AC: max. 16 A / AC 240 V, color: white

Mounting magnet fi xing or screw fi xing (M5), torque 2 Nm max. 

Casing plastic, translucent

Dimensions see drawings

Weight ~ 0.3 kg/0.4 kg

Operating/Storage temperature -40 to +40 °C (-40 to +104 °F) / -40 to +85 °C (-40 to +185 °F)

Operation/Storage humidity < 90 % RH (non-condensing) 

Protection type/Protection class IP20 / I (earthed)

Energy effi ciency class F

Mounting options: The lamps are available with magnet fi xing for easy positioning in any steel cabinet or enclosure.
A classic is the LED 121/122 with screw fi xing. With a total rotation angle of 120° it provides perfect illumination.

Note: The lamp must not be used for household lighting.
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TECHNICAL DATA

Power consumption < 4 W

Luminous fl ux 400 Lm at 120°

Lamp type LED, angle of radiation 120° 
light color: daylight, color temperature: 6,000 K to 7,000 K

Service life 60,000 h at +20 °C (+68 °F)   

Connection 2-pole dual pressure clamp for rigid wire 2.5 mm², stranded wire 
(with wire end ferrule) 1.5 mm²

Mounting magnet fi xing or screw fi xing (M5), clip fi xing (M6), 
torque 2 Nm max.

Casing plastic, transparent 

Dimensions see drawings

Weight 0.2 kg

Operating/Storage temperature -40 to +60 °C (-40 to +140 °F) / -40 to +85 °C (-40 to +185 °F)

Operating/Storage humidity < 90 % RH (non-condensing)

Protection type/Protection class IP20 / II (double insulated)

Energy effi ciency class F

Mounting options: The lamps are available with magnet fi xing for easy positioning in any steel cabinet or enclosure. A classic is 

the LED 025 with screw fi xing. The clip holders exclusively designed for clip fi xing of the LED 025 can be positioned anywhere in 

the cabinet by simply screwing the holders to the cabinet wall. The lamp is snapped into the clip holders and can be turned in 

both directions. With a total rotation angle of 180° it provides perfect illumination within the cabinet or enclosure.

LED ENCLOSURE LAMP 
LED 025 | ECOLINE

The lamp series LED 025 is suitable for all types of panels and enclosures, especially where space is at a premium. 
The lamps have a very long service life thanks to the use of LED technology. Three different fi xing options provide 
more fl exibility for installation. The Ecoline series is a simplifi ed version of the standard LED 025 lamp and has a 
dual pressure clamp for connection instead of connectors. Nonetheless it is suitable for daisy-chaining and allows 
for up to 10 lamps to be connected to each other. 

> Wide voltage range
> Integrated power unit
> Dual pressure connection clamp
> Daisy chain

> Magnet, screw or clip fi xing
> Long-lived and maintenance-free by 

LED technology

LED 025 with 
magnet or 

screw fi xing

 Side view screw fi xing 

LED 025 with 
clip fi xing

Ecoline Lamp 
LED 025
top view

 Side view magnet fi xing 

Art. No. 
Magnet fi xing

Art. No. 
Screw fi xing

Art. No. 
Clip fi xing

Operating voltage Switch Approvals

02540.3-10 02540.3-11 02540.3-13
AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V)  

DC 90 – 110 V (min. DC 80 V, max. DC 125 V)
on/off light switch VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

02541.3-10 02541.3-11 02541.3-13
AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V)  

DC 90 – 110 V (min. DC 80 V, max. DC 125 V)
PIR movement sensor2 VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

02542.3-10 02542.3-11 02542.3-13
AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V)  

DC 90 – 110 V (min. DC 80 V, max. DC 125 V)
N/A VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

02540.1-10 02540.1-11 02540.1-13 DC 24 – 48 V (min. DC 20 V, max. DC 60 V) on/off light switch VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

02541.1-10 02541.1-11 02541.1-13 DC 24 – 48 V (min. DC 20 V, max. DC 60 V) PIR movement sensor² VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

02542.1-10 02542.1-11 02542.1-13 DC 24 – 48 V (min. DC 20 V, max. DC 60 V) N/A VDE (REG.-Nr. E788)1 UL File No. E234324 CCC EAC

1 VDE Certifi cate of Conformity (REG.-Nr. E788)
2 ~ 5 min fi xed switch-on duration
Note: the lamp must not be used for household lighting

Side view clip fi xing

Lamp with 
clip fi xing

Lamp with 
movement sensor 
and screw fi xing

Lamp with 
on/off switch and 

magnet fi xing

LIGHTING

ACCESSORIES LED 121/122

Connetors and cables for electrical connection are not included in the delivery of the LED 121/122. These parts can be ordered separately.
Sets, consisting of lamp and accessories, are available on request. Likewise, custom cables are available on request.

Art. No. Model Length Color Use for Approvals²
244422 connection cable 3 x 1.5 mm² with female connector 4.0 m connector: white; cable: white power input VDE

244423 connection cable 3 x AWG 16 with female connector 4.0 m connector: white; cable: white power input VDE + UL

² applies only to the individual components (cable and connectors)

Art. No. Model Length Color Use for Approvals²
244358 extension cable 2 x 1.5 mm² with 2 connectors 1.0 m connectors: white; cable: white daisy chain VDE

244359 extension cable 2 x AWG 15 with 2 connectors 1.0 m connectors: white; cable: white daisy chain VDE + UL

² applies only to the individual components (cable and connectors)

Art. No. Model Length Color Use for Approvals²
244424 connection cable 2 x 1.5 mm² with male connector 0.6 m male connector: grey; cable: white power output VDE

244425 connection cable 2 x AWG 15 with male connector 0.6 m male connector: grey; cable: white power output VDE + UL

² applies only to the individual components (cable and connectors)

CONNECTION CABLE WITH FEMALE CONNECTOR AND OPEN END 

EXTENSION CABLE WITH 2 CONNECTORS FOR DAISY CHAIN CONNECTION

CONNECTION CABLE WITH MALE CONNECTOR AND OPEN END

Photo: Extension cable, Art. No. 244358

Photo: Connection cable, Art. No. 244422

Photo: Connection cable, Art. No. 244424

FEMALE / MALE CONNECTORS

Art. No. Model Voltage type Color Use for Wire cross-section1 Approvals
264093 female connector AC white power input 

and daisy chain
0,75-2,5 mm2 (AWG 14-18) VDE + UL

264091 female connector AC white power input 0,75-2,5 mm2 (AWG 14-18) VDE + UL

264090 male connector AC grey door switch 0,5-2,5 mm2 (AWG 14-20) VDE + UL

1 applies to rigid and stranded wire. Wire end ferrules must be used when connecting with stranded wires

Photo: Female connector, 
Art. No. 264093

Photo: Female connector, 
Art. No. 264091

Photo: Male connector, 
Art. No. 264090

CONNECTION EXAMPLE

The lamps are conveniently connected via connection plugs - up to 8 lamps max. can be daisy-chained this way. Female/male connectors are also available to assemble cables
in non-standard lengths. 

LIGHTING
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE LIGHTING

This illustration shows the LED 025 lamp in a daisy chain application. The lamps are conveniently connected via quick connection plugs – up to 10 lamps max. can be daisy-chained this way. 
The snap lock connectors ensure a stable electrical connection even if subjected to heavy vibration. The connection example shows a AC 230 V application, using the following cables: connection 
cable with female connector, Art. No. 244356 (1); daisy chain extension cable with 2 connectors, Art. No. 244358 (2).

Female/male connectors are also available to assemble cables in non-standard lengths.

CONNECTION CABLE WITH FEMALE CONNECTOR AND OPEN END 

EXTENSION CABLE WITH 2 CONNECTORS FOR DAISY CHAIN CONNECTION

FEMALE / MALE CONNECTORS

² applies only to the individual components (cable and connectors)

² applies only to the individual components (cable and connectors)

³ applies to rigid and stranded wire. Wire end ferrules must be used when connecting with stranded wires.

Photo: Connection cable, Art. No. 244356

Photo: Extension cable, Art. No. 244358

Photo: Female connector,  Art. No. 264057
Photo: Male connector, Art. No. 264058

CONNECTION EXAMPLE

Art. No. Model Length Voltage type Color Use for Approvals²
244356 connection cable 2 x 1.5 mm² with female connector 2.0 m AC connector: white; cable: white power input VDE

244357 connection cable 2 x AWG 15 with female connector 2.0 m AC connector: white; cable: white power input VDE + UL

244360 connection cable 2 x 0.75 mm² with female connector 2.0 m DC 24 – 48 V connector: blue; cable: white power input VDE

244361 connection cable 2 x AWG 15 with female connector 2.0 m DC 24 – 48 V connector: blue; cable: white power input VDE + UL

Art. No. Model Length Voltage type Color Use for Approvals²
244358 extension cable 2 x 1.5 mm² with 2 connectors 1.0 m AC connectors: white; cable: white daisy chain VDE

244359 extension cable 2 x AWG 15 with 2 connectors 1.0 m AC connectors: white; cable: white daisy chain VDE + UL

244362 extension cable 2 x 1.5 mm² with 2 connectors 1.0 m DC 24 – 48 V connectors: blue; cable: white daisy chain VDE

244363 extension cable 2 x AWG 15 with 2 connectors 1.0 m DC 24 – 48 V connectors: blue; cable: white daisy chain VDE + UL

Art. No. Model Voltage type Color Use for Wire cross-section³ Approvals
264057 female connector AC white power input 0.5-2.5 mm² (AWG 14-20) VDE + UL

264058 male connector AC white power output 0.5-2.5 mm² (AWG 14-20) VDE + UL

264059 female connector DC 24 – 48 V blue power input 0.5-2.5 mm² (AWG 14-20) VDE + UL

264060 male connector DC 24 – 48 V blue power output 0.5-2.5 mm² (AWG 14-20) VDE + UL

ACCESSORIES

Connectors and cables for electrical connection are not included in the delivery of the LED 025. These parts can be ordered separately. Sets, consisting of lamp and accessories, are available on 
request. 

LIGHTING

TECHNICAL DATA

Power consumption < 4 W

Luminous fl ux 400 Lm at 120°

Lamp type LED, angle of radiation 120°
light color: daylight, color temperature: 6,000 K to 7,000 K

Service life 60,000 h at +20 °C (+68 °F)

Connection 2-pole connector with snap lock
AC: max. 2.5 A / AC 240 V, color: white
DC: max. 2.5 A / DC 60 V, color: blue

Mounting magnet fi xing or screw fi xing (M5), clip fi xing (M6),
torque 2 Nm max.

Casing plastic, transparent

Dimensions see drawings

Weight 0.2 kg

Operating/Storage temperature -40 to +60 °C (-40 to +140 °F) / -40 to +85 °C (-40 to +185 °F)

Operating/Storage humidty < 90 % RH (non-condensing)

Protection type/Protection class IP20 / II (double insulated), DC 12 V: IP20 / III (extra-low voltage)

Energy effi ciency class F

Mounting options: The lamps are available with magnet fi xing for easy positioning in any steel cabinet or enclosure. A classic 

is the LED 025 with screw fi xing. The clip holders exclusively designed for clip fi xing of the LED 025 can be positioned anywhere

in the cabinet by simply screwing the holders to the cabinet wall. The lamp is snapped into the clip holders and can be turned 

in both directions. With a total rotation angle of 180° it provides perfect illumination within the cabinet or enclosure.

Note: The lamp must not be used for household lighting.

  The lamp series LED 025 is suitable for all types of panels and enclosures, especially where space is at 
a premium. The lamps have a very long service life thanks to the use of LED technology. Three different fi -
xing options provide more fl exibility for installation. The power output allows up to 10 lamps to be con-
nected to each other. Both the power input and output connectors snap lock into their sockets. With the 
integrated power unit and the plugs the lamp can quickly be connected. 

>   Wide voltage range
> Integrated power unit
> Long-lived and maintenance-free 

by LED technology

> Daisy chain
> On/off switch or movement sensor 
> Magnet, screw or clip fi xing

LED 025 with 
magnet or screw 

fi xing

Side view screw fi xing

LED 025 with 
clip fi xing

Side view magnet fi xing

LED ENCLOSURE LAMP
LED 025 

 Art. No.
 Magnet fi xing

Art. No. 
Screw fi xing

Art. No.
Clip fi xing

Operating voltage Switch Appovals

02540.0-00 02540.0-01 02540.0-03 AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V) on/off light switch VDE UL File No. E234324 CCC EAC

02540.1-00 02540.1-01 02540.1-03 DC 24 – 48 V (min. DC 20 V, max. DC 60 V) on/off light switch VDE UL File No. E234324 CCC EAC

02541.0-00 02541.0-01 02541.0-03 AC 100 – 240 V, 50/60 Hz (min. AC 90 V, max. AC 265 V) PIR movement sensor¹ VDE UL File No. E234324 CCC EAC

02541.1-00 02541.1-01 02541.1-03 DC 24 – 48 V (min. DC 20 V, max. DC 60 V) PIR movement sensor¹ VDE UL File No. E234324 CCC EAC

¹ ~ 5 min fi xed switch-on duration

LED 025 with on/off 
switch and magnet 

fi xing

LED 025 with 
on/off switch 
and clip fi xing

LED 025 with 
movement sensor 
and screw fi xing

Side view clip fi xing
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107106 PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE LIGHTING

  The fl at slimline lamp SL 025 with movement sensor is suitable for all types of panels and enclosures, especially 
where space is at a premium. The lamp can be mounted on its narrow or broad surface using screws. It is also 
available with a magnet which allows it to be fi tted quickly in any position in a steel enclosure. Both versions are 
available with an integrated electrical socket enabling the use of additional appliances. The movement sensor 
substitutes a door contact switch. 

>  Slim casing
> Electronic ballast
> Lamp without/with electrical socket 

(choice of sockets)

> Magnet fi xing (option)
> Energy saving lamp
> Automatic switching 

  Photo: Slimline lamp with movement sensor and with 
integrated electric socket (Germany), Art. No. 02520.0-03

ENCLOSURE LAMP WITH ENERGY-SAVING BULB
SL 025  | MOVEMENT SENSOR

TECHNICAL DATA

Power consumption 9 W 

Luminosity 510 Lm (equals 45 W light bulb)

Lamp type energy saving lamp, 2G7 socket

Service life 10,000 h

Switch PIR movement sensor, approx. 6 min fi xed switch-on duration

Connection terminal 2.5 mm² with cable clamp, torque 0.8 Nm max.

Mounting screw fi xing, M5, 300 mm centers, magnet fi xing (optional)

Casing plastic according to UL94 V-0, light grey

Dimensions 345 x 91 x 40 mm

Fitting position narrow surface/broad surface

Operating/Storage temperature -20 to +50 °C (-4 to +122 °F) / -45 to +70 °C (-49 to +158 °F)

Operating/Storage humidity < 90 % RH (non-condensing)

Protection type IP20

Energy effi ciency class G

The PIR movement sensor switches the lighting on when the enclosure door is opened. The switch-on time is reset with every 
further registered movement. The movement sensor does not react to movement on the other side of glass and so can be 
used in enclosures with glass doors. 

 Art. No. Model Operating voltage Socket Nominal current Weight (approx.) Protection class Approvals
02520.0-03 without magnet AC 230 V, 50/60 Hz Germany/Russia (1) 16.0 A 0.4 kg I (earthed) VDE - EAC

02520.1-04 with magnet AC 230 V, 50/60 Hz Germany/Russia (1) 16.0 A 0.5 kg I (earthed) VDE - EAC

02521.0-03 without magnet AC 230 V, 50/60 Hz F/PL/CZ/SK (2) 16.0 A 0.4 kg I (earthed) VDE - EAC

02527.0-04 without magnet AC 230 V, 50/60 Hz none - 0.4 kg II (double insulated) VDE UL File No. E234324 EAC

02527.1-15 with magnet AC 230 V, 50/60 Hz none - 0.5 kg II (double insulated) VDE - EAC

 Note: The slimline lamp SL 025 is also available with a 19" front panel

LIGHTING

  The fl at slimline lamp SL 025 is suitable for all types of panels and enclosures, especially where space is at a 
premium. The lamp can be mounted on its narrow or broad surface using screws. It is also available with a magnet 
which allows it to be fi tted quickly in any position in a steel enclosure. Both versions are available with an integrated 
electrical socket enabling the use of additional appliances. 

> Slim casing
> Electronic ballast
> Lamp without/with electrical socket 

(choice of sockets)

> Magnet fi xing (option)
> Energy saving lamp
> On/Off switch 

Photo: Slimline lamp with on/off switch, with integrated 
electric socket (Germany), Art. No. 02520.0-00

ENCLOSURE LAMP WITH ENERGY-SAVING BULB
SL 025  | ON/OFF SWITCH

TECHNICAL DATA

Power consumption 9 W 

Luminosity 510 Lm (equals 45 W light bulb)

Lamp type energy saving lamp, 2G7 socket

Service life 10,000 h

Switch on/off light switch

Connection terminal 2.5 mm² with cable clamp, torque 0.8 Nm max.

Mounting screw fi xing, M5, 300 mm centers
magnet fi xing (optional)

Casing plastic according to UL94 V-0, light grey

Dimensions 345 x 91 x 40 mm

Fitting position narrow surface/broad surface

Operating/Storage temperature -20 to +50 °C (-4 to +122 °F) / -45 to +70 °C (-49 to +158 °F)

Operating/Storage humidity < 90 % RH (non-condensing)

Protection type IP20

Energy effi ciency class G

 Art. No. Model Operating voltage Socket Nominal current Weight (approx.) Protection class Approvals
02520.0-00 without magnet AC 230 V, 50/60 Hz Germany/Russia (1) 16.0 A 0.4 kg I (earthed) VDE - EAC

02520.1-01 with magnet AC 230 V, 50/60 Hz Germany/Russia (1) 16.0 A 0.5 kg I (earthed) VDE - EAC

02521.1-04 with magnet AC 230 V, 50/60 Hz F/PL/CZ/SK (2) 16.0 A 0.5 kg I (earthed) VDE - EAC

02523.1-05 with magnet AC 230 V, 50/60 Hz UK/Ireland (4) 13.0 A 0.5 kg I (earthed) VDE - EAC

02527.0-00 without magnet AC 230 V, 50/60 Hz none - 0.4 kg II (double insulated) VDE UL File No. E234324 EAC

02527.1-14 with magnet AC 230 V, 50/60 Hz none - 0.5 kg II (double insulated) VDE - EAC

Note: The slimline lamp SL 025 is also available with a 19" front panel
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COMPLEMENTARY ELECTRONICS PROTECTION
STEGO accessories help to discharge condensate and pressure. 
Country-specifi c sockets ensure safe connection of external devices.

ACCESSORIES

NOTES
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE ACCESSORIES

TECHNICAL DATA

 Mounting PG 29 thread with union nut

Torque 5 Nm

Material plastic according to UL94 V-0, light grey
weather proof and UV light resistant according to UL746C (f1)

Sealing sealing gasket NBR

Air interface ~ 1.5 cm²

Dimensions Ø 65.5 x 30.5 mm

Fitting position vertical¹

Operating/Storage temperature -45 to +70 °C (-49 to +158 °F) 

Approvals EAC

Note Material adheres to limit values in accordance with RoHS3

¹ Protection type is restricted to IP54 if fi tting position of DA 084 is not vertical.

  PRESSURE COMPENSATION DEVICE 
DA 084 | IP55

  Installation: Make cut-out Ø 37+1 mm in enclosure wall and mount pressure compensation device with nut. Please make sure that 

the sealing gasket is put in place on the outer side panel of the enclosure. For optimal pressure compensation we recommend to 

use two devices on opposite sides towards the top of the enclosure.

  It has become more and more important to provide a protected enclosure environment for valuable and crucial 
electrical and electronic components. In a tightly closed enclosure, pressure differentials can occur during extreme 
temperature variations. The specially designed pressure compensation device DA 084 permits a controlled change 
in pressure and avoids the enterring of dust and water. The pressure compensation device is suitable for the use 
in enclosures and housings in accordance with DIN EN 62208. 

>   High degree of protection > Easy to install 

Photo: Inside view

 Art. No. Protection type 1 packing unit Weight (approx.)
08400.0-02-9002 IP55 2 pieces 62 g (31 g / piece)

ACCESSORIES

TECHNICAL DATA

 Connection 3 x pressure clamps for stranded and rigid wire 0.5 – 2.5 mm²

Mounting clip for 35 mm DIN rail, EN 60715

Casing plastic according to UL94 V-0, light grey

Dimensions 92 x 62 x 48 mm

Weight ~ 0.2 kg

Fitting position variable

Operating/Storage temperature -45 to +70 °C (-49 to +158 °F)

Operating/Storage humidity < 90 % RH (non-condensing)

Protection type/Protection class IP20 / I (earthed) 

  ELECTRICAL SOCKET 
SD 035 

  Connections from mains

  The DIN rail mounted electrical socket can be quickly fi tted and connected in enclosures allowing the use of auxiliary 
products such as hand lamps, measuring devices, soldering irons etc. The unit is available with and without fuse 
and in many world socket standards. 

>   Quickly connected
> Available with or without fuse

> Clip fi xing 

 Art. No. Operating voltage max. Socket Model Nominal current Approvals
03500.0-00 AC 250 V Germany/Russia (1) with fuse¹ 6.3 A EAC

03500.0-01 AC 250 V Germany/Russia (1) without fuse 16.0 A EAC

03501.0-00 AC 250 V F/PL/CZ/SK (2) with fuse¹ 6.3 A -

03501.0-01 AC 250 V F/PL/CZ/SK (2) without fuse 16.0 A -

03502.0-00 AC 250 V Switzerland (3) with fuse¹ 6.3 A -

03502.0-01 AC 250 V Switzerland (3) without fuse 10.0 A -

03503.0-00 AC 250 V UK/Irland (4) with fuse¹ 6.3 A -

03503.0-01 AC 250 V UK/Irland (4) without fuse 13.0 A -

03504.0-00 AC 125 V USA/Canada (5) with fuse¹ 6.3 A UL File No. E222026

03504.0-01 AC 125 V USA/Canada (5) without fuse 15.0 A UL File No. E222026

03505.0-00 AC 250 V Italy (6) with fuse¹ 6.3 A -

03505.0-01 AC 250 V Italy (6) without fuse 16.0 A -

03507.0-01 AC 240 V Australia (7) without fuse 10.0 A -

03508.0-01 AC 250 V Brazil (8) without fuse 10.0 A -

03509.0-01 AC 250 V Old British – BS 546 (9) without fuse 5.0 A -

 ¹ fuse Ø 5 x 20 mm 
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE

TECHNICAL DATA

Torque 5 Nm

Depth in enclosure ~ 9 mm

Sealing sealing gasket NBR

Filter waterproof membrane

Dimensions M40: Ø 58 x 31 mm, M12: Ø 17 x 21 mm

Fitting position variable

Operating/Storage temperature -35 to +80 °C (-31 to +176 °F)

Approvals EAC

Note Material adheres to limit values in accordance with RoHS3

Installation: Make cut-out Ø 40.5+0,5 mm for size M40/ Ø 12+ 0,2 mm for size M12 in enclosure wall and mount pressure compen-

sation device with nut. Please make sure that the sealing gasket is put in place on the outer side panel of the enclosure.

In enclosures and housings with a high protection class, differential pressure happens due to internal and exter-
nal temperature changes. In the event of negative pressure, dust and humidity can be drawn into the enclosure 
through the seals on the doors. This can cause condensation when the air in the enclosure cool down. The easy-to-
fit DA 284 pressure compensation device enables pressure compensation with protection class IP66 (M12: IP66/
IP68). Additionally, the watertight membrane inside the pressure compensation device allows humidity to escape 
from the cabinet at overpressure, while preventing water, humidity or dirt intrusion at under pressure.

	> High degree of protection
	> Waterproof membrane

	> Corrosion resistant
	> Food safe

Photo: M40 in stainless steel

PRESSURE COMPENSATION DEVICE (STAINLESS STEEL/ALUMINIUM)  
DA 284 | IP66 / IP67 

Art. No. Thread Material Protection type Air permeability¹ 1 packaging unit Weight (approx.)
28401.0-00 M40 x 1,5 V2A (DIN 1.4305 / AISI 303)2 IP66 (EN 60529) / IPX9K (EN 40050-9) 1.200 l/h 1 piece 0,2 kg

28401.0-02 M40 x 1,5 V4A (DIN 1.4404 / AISI 316L) IP66 (EN 60529) / IPX9K (EN 40050-9) 1.200 l/h 1 piece 0,2 kg

28404.0-00 M12 x 1,5 Nickel-plated aluminum3 IP67 220 l/h 1 piece 0,009 kg

1 at a pressure difference of min. 70 mbar 
2 V2A is not sea waterproof 
3 Corrosion test according to ISO 9227:2017

Photo: M12 in aluminium

PRESSURE COMPENSATION DEVICE  
DA 284 | IP66 / IP67

In enclosures and housings with a high protection class, differential pressure happens due to internal and exter-
nal temperature changes. In the event of negative pressure, dust and humidity can be drawn into the enclosure 
through the seals on the doors. This can cause condensation when the air in the enclosure cool down. The easy-to-
fit DA 284 pressure compensation device enables pressure compensation with protection class IP66 (M12: IP66/
IP68). Additionally, the watertight membrane inside the pressure compensation device allows humidity to escape 
from the cabinet at overpressure, while preventing water, humidity or dirt intrusion at under pressure.

	> High degree of protection
	> Waterproof membrane

	> Easy to install

Photo: DA 284, M12

Photo: DA 284, M40

TECHNICAL DATA

Mounting thread M40 x 1.5 or M12 x 1.5 with nut

Torque M40: 5 Nm, M12: 0.5 Nm

Depth in enclosure M40: approx. 16mm, M12: approx. 8 mm

Sealing sealing gasket NBR

Filter waterproof membrane

Dimensions M40: Ø 60 x 37 mm, M12: Ø 17 x 17.5 mm

Fitting position variable

Operating/Storage temperature -35 to +70 °C (-31 to +158 °F)

Note Material adheres to limit values in accordance with RoHS3

Installation: Make cut-out Ø 40.5+0,5 mm in enclosure wall for size M40 or Ø 12+0,2 mm for size M12, and mount pressure compen-

sation device with nut. Please make sure that the sealing gasket is put in place on the outer side panel of the enclosure. 

Art. No. Thread Material Protection type Air  
permeability1

1 packing 
unit

Weight  
(approx.)

Approvals

28400.0-00 M40 x 1.5 plastic, light grey IP66 (EN 60529) / IPX9K (EN 40050-9) 1,200 l/h 2 pieces 90 g  
(45 g / piece)

- EAC

28400.0-01 M40 x 1.5 plastic, light grey IP66 (EN 60529) / IPX9K (EN 40050-9) 1,200 l/h 1 piece 45 g - EAC

28400.0-04 M40 x 1,5 plastic, light grey IP66 (EN 60529) / IPX9K (EN 40050-9) 1,200 l/h 100 pieces 4.5 kg  
(45 g / piece) 

- EAC

28405.0-00 M40 x 1.5 plastic according to UL94 V-0, light grey; weather proof 
and UV light resistant according to UL746C (f1)

IP66 (EN 60529) / IPX9K (EN 40050-9) 1,200 l/h 2 pieces 120 g  
(60 g / piece)

UL File No.  
E234324

EAC

28406.0-00 M12 x 1.5 plastic according to UL94 V-0, light grey; weather proof 
and UV light resistant according to UL746C (f1)

IP66/IP68 (EN 60529) / IPX9K (EN 
40050-9) 

120 l/h 2 pieces 4 g  
(2 g / piece)

UL File No.  
E234324

EAC

1 at a pressure difference of min. 70 mbar

DA 284, M40 DA 284, M12 (drawing is not proportional to M40)

ACCESSORIESACCESSORIES
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PRODUCT CATALOGUE - STEGO STEGO - PRODUCT CATALOGUE

Part No. Thread External thread diameter Cable dia. clamping range D Hex nut dia. Torque Air permeability1 Weight
Size M [mm] Length L SW 1 SW 2 Lock nut Dome nut

28410.0-00 M12 x 1.5 0.31" (8 mm) 0.48" (12.3 mm) 0.16 – 0.32" (4 – 8 mm) 0.74" (19 mm) 0.71" (18 mm) 2 Nm 2 Nm 25 l/h 0.25 oz. (7 g)

28411.0-00 M16 x 1.5 0.39" (10 mm) 0.64" (16.3 mm) 0.16 – 0.32" (4 – 8 mm) 0.74" (19 mm) 0.86" (22 mm) 2 Nm 2 Nm 25 l/h 0.28 oz. (8 g)

28412.0-00 M20 x 1.5 0.39" (10 mm) 0.8" (20.3 mm) 0.24 – 0.48" (6 – 12 mm) 0.94" (24 mm) 1.02" (26 mm) 5 Nm 5 Nm 40 l/h 0.46 oz. (13 g)

1 at a pressure differential of 70 mbar (1 psi)

>   Cable gland with integrated ventilation
> High degree of protection
> Easy to install
> Integrated strain relief

> Waterproof fi lter
> Large clamping range

VENTILATION CABLE GLAND
DAK 284 | IP66  / IP67 

TECHNICAL DATA

 Mounting thread M50 x 1.5 with nut (wrench size 60 mm, housing 50 mm)

Torque 6 Nm max.

Depth in enclosure < 17.5 mm

Material plastic according to UL94 V-0, black,
weather proof and UV light resistant according UL746C (f1)

Water entry height 0 mm (at 0.5 mm wall thickness)

Sealing sealing gasket NBR

Water fl ow-through ~ 200 ml/h at a water column of 5 mm

Dimensions Ø 60 x 49.5 mm

Fitting position horizontal, lowest point

Operating/Storage temperature -45 to +70 °C (-49 to +158 °F) 

Approvals EAC

Note Material adheres to limit values in accordance with RoHS3

 Installation: Make cut-out Ø 50.5+0.5 mm in enclosure bottom and mount drainage device with nut. Please make sure that the 

sealing gasket is put in place on the outer side panel of the enclosure and the hole is free of burrs. 

  Art. No. Protection type Enclosure wall thickness 1 package unit Weight (approx.)
08410.0-00 IP66 / IP67 (EN 60529) / IP69K (EN 40050-9) 0.5 – 5.5 mm 1 piece 60 g

  DRAINAGE DEVICE 
DD 084 | IP66 / IP67 / IP69K 

Condensate occurs in enclosures and housings with high protection type by variations in temperature. The use 
of a drainage device allows the conveying of the condensate without loosing the maximum protection type of 
IP66. The water permeable membrane makes sure the drainage of the enclosure by the capillary attraction. The 
construction prevents the infi ltration of splash water into the enclosure.

>   High degree of protection
> Good drainage performance
> Easy to install

> Robust, weather and UV-light
protected housing

Photo: Inside view

Fitting position

ACCESSORIESACCESSORIES

Pressure differentials in enclosures with a high degree of protection are a result of internal and external temperature 
changes. In the case of negative pressure or partial vacuum, dust and humidity can enter the enclosure through 
the door seal. When the air inside the enclosure cools down, condensation may occur because the humidity cannot 
escape the enclosure. The innovative and easy-to-install ventilation cable gland DAK 284 enables secure cable 
entry into an enclosure with simultaneous pressure compensation (protection type IP66 / IP67). Even with a slight 
overpressure, a waterproof fi lter inside the gland allows the humidity to escape whilst blocking water and dirt 
from entering the enclosure. 

TECHNICAL DATA

Mounting thread M12 x 1.5 / M16 x 1.5 / M20 x 1.5

Enclosure wall thickness 0.02 – 0.12" (0.5 – 3 mm) with lock nut

Material plastic, light grey

Protection type IP66 / IP67 (EN 60529) 

Sealing sealing gasket NBR

Filter PTFE

Fitting position variable

Operating/Storage temperature -4 to +176 °F (-20 to +80 °C)

Approvals VDE, UL File No. E471430, EAC

Installation: Make hole cut-out in enclosure and secure ventilation cable gland with lock nut. Please make sure that the sealing 

gasket is put in place on the exterior side panel of the enclosure and the hole is free of burrs.
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Part No. Model Suitable wire
01350.0-00 change-over (CO) Round cable, stranded wire (with wire end ferrule) AWG 18 to 17 (0.75 mm² to 1 mm²)

01351.0-00 normally closed (NC) Round cable, stranded wire (with wire end ferrule) AWG 18 to 16 (0.75 mm² to 1.5 mm²)

01352.0-00 normally open (NO) Round cable, stranded wire (with wire end ferrule) AWG 18 to 16 (0.75 mm² to 1.5 mm²)

25

40 5x Ø 5,5

25
50

66
71

15
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> Tool-free adjustable switch positioning
> Strain relief, suitable for range of cable 

diameters

> High switching capacity
> Suitable for lamp LED 025 

and other devices

ACCESSORIES

DOOR SWITCH
DS 013

ACCESSORIES

Screw mounting

Magnet mounting

Application example

Self-adhesive tape mounting

Connection diagrams

  TECHNICAL DATA 

Max. switching capacity AC 250V; 8 (1,5) A

Service life VDE: > 10,000 cycles
UL: > 6,000 cycles

Connection 4-pole clamp, clamping torque 0.5 Nm max.

Housing plastic according to UL 94V-0, grey/black

Mounting M5 screws (not included)

Mounting position variable

Operating / Storage temperature -4 to +185 °F (-20 to +85 °C)

Operating / Storage humidity < 90 % RH (non-condensing)

Dimensions 3.4 x 2.5 x 1.2" (87 x 64 x 30 mm)

Weight approx. 1.8 oz. (50 g)

Protection type IP20

Approvals VDE, EAC; UL intended

The door contact switch monitors the position of control cabinet doors and is available in three versions. Depen-
ding on requirements, it can, for example, switch on a light (NC) when the cabinet door is opened or activate a 
vent (NO) when the door is closed. The version with changeover contact (CO) enables use as an NC and/or NO 
contact. Due to its large mechanical adjustment range, the DS 013 door contact switch is versatile. The switch 
housing can be adjusted by 35 mm, and the slotted hole in the screw fl ange provides an additional 21 mm of 
clearance. The switching stroke of the switch itself is a further 8 mm.

APPLIANCE HOLDER STEGOFIX PLUS 
SFP 095

> Alternative to 35 mm DIN rail
> Easy/fl exible installation
> For devices and sockets with

DIN rail mounting clip

> Screw mounting
> Self-adhesive tape mounting
> Magnet mounting

The applicance holder STEGOFIX PLUS is the fl exible alternative to a 35 mm DIN rail. It allows for a quick and easy 
installation of small devices or accessory equipment intended for DIN rail mounting. STEGOFIX PLUS is suitable 
for devices with a clip width of max. 66 mm, offering a convenient mounting method for almost any application: 
screw mounting with 25 mm pitch, high-performance adhesive tape or rubberized neodymium magnets.

TECHNICAL DATA

 Areas of application devices with DIN rail mounting clip suitable for a 35 mm DIN rail 
according to EN 60715, max. clip width 66 mm

Mounting

> Screw mounting

> Self-adhesive tape mounting

> Magnet mounting

e.g. tapping screws DIN 7981 (ISO 7049), Ø 5.5 mm;
thread-forming screws DIN 7500, M5;
(not included in delivery)

adhesive surface 65 x 25 mm

2 neodymium magnets, rubberized

Material plastic according to UL94 V-0, black

Dimensions 71 x 40 x 15 mm

Operating temperature -35 to +75 °C (-31 to +167 °F)

Storage conditions (self-adhesive tape) optimal storage conditions for self-adhesive tape
approx. +20 °C (+68 °F) at 50 % RH

 Approvals EAC 

Note Material adheres to limit values in accordance with RoHS3

Art. No. Model Max. Holding force1 1 packing unit Weight (approx.)
09550.0-05 Screw mounting - 5 pieces 65 g (13 g / piece)

09550.1-05 Self-adhesive tape mounting 75 N 5 pieces 70 g (14 g / piece)

09550.2-05 Magnet mounting 30 N 5 pieces 145 g (29 g / piece)
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LOCATIONS
THE FAST TRACK TO STEGO

STEGO is represented globally and proud to offer its customers 
maximum availability, personal visits and consultations. With 9 
locations, one sales office in China and more than 1500 sales part-
ners worldwide, customer service is our top priority. Whenever you 
need support in matters of enclosure climatisation and thermal 
management – your STEGO contact is not far away.

Here you will find our contact details worldwide:

USA SPAIN

FRANCE

UK

ITALY

GERMANY
POLAND 

SWEDEN

CHINA

ITALY

STEGO Italia S.r.l.
Via Marie Curie, 27
10073 Ciriè (TO)
Italy
Phone	 +39 011 4593 287
info@stego.it

CHINA

STEGO Nanjing Sales Office
No. 6 West Bailongjiang Street
Jianye District
Nanjing 210019
China
Phone +86 25 8472 9068-823
junxiao.hu@stegochina.cn

BRAZIL

STEGO do Brasil Ltda.
Rua dos Cortezes, 353 - Vila Marly
012060-610 – Taubaté – SP
Brazil
Phone	 +55 12 3632-5070
info@stego.com.br

FRANCE

STEGO France SAS
7 Mail Gay Lussac
95000 Neuville sur Oise
France
Phone	 +33 1 39 19 57 57
info@stego.fr 

SPAIN

STEGOTRONIC S.A.
C/ Francia, n° 20,  Nave 2
Polígono Industrial Les Comes
08700 Igualada (Barcelona)
Spain
Phone	 +34 93 806 6026 
stegotronic@stegotronic.es 

ENGLAND

STEGO UK Ltd.
Unit 12, First Quarter Business Park
Blenheim Road
Epsom
Surrey KT19 9QN
England 
Phone	 +44 1372 747250
info@stego.co.uk

SWEDEN

STEGO Norden AB
Brunnsgatan 20 
553 17 Jönköping
Sweden
Phone	 +46 8 545 86160
info@stegonorden.se

USA

STEGO, Inc.
95 Chastain Road NW, 
Suite 200
Kennesaw, GA 30144
USA
Phone	 +1 770 984 0858
info@stegousa.com

POLAND

STEGO Polska Sp. z o.o. 
ul. Banacha 11
41-200 Sosnowiec 
Poland
Phone	 +48 32 263 22 42
info@stego.plBRAZIL

GERMANY

STEGO Elektrotechnik GmbH
Kolpingstraße 21
74523 Schwäbisch Hall
Germany
Phone	 +49 791 95058 0 
info@stego.de
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